AMENDMENT NO. 1 JUNE 2022 
TO 


IS 11356 : 2020 STYRENE-BUTADIENE RUBBER 
LATEX — SPECIFICATION 


( First Revision ) 


(Page 1, clause 2) — Substitute the following for the existing clause: 


‘2 REFERENCES 


The standards given below contain provisions which, through reference in this 
text, constitute provisions of this standard. At the time of publication, the editions 
indicated were valid. All standards are subjected to revision, and parties to 
agreements based on this standard are encouraged to investigate the possibility of 
applying the most recent editions of the standards given below: 


IS No. Title 


1070 : 1992 Reagent grade water — Specification (third revision) 


3660 (Part 7) : 2013/ Methods of test for natural rubber: Part 7 Determination 
ISO 289-1 : 2005 of mooney viscosity [NR : 8] (third revision) 

4511 (Part 2): 1986 Methods of test for styrene-Butadiene rubber (SBR) 
latices: Part 2 Determination of density SBRL:6 (first 
revision) 

4511 (Part 3): 1987 Methods of test for styrene — Butadiene rubber (SBR) 
latices: Part 3 Determination of volatile unsaturates 
[SBRL : 8] (first revision) 

4511 (Part 4): 1986 Methods of test for styrene — Butadiene rubber (SBR) 
latices: Part 4 Determination of bound styrene (first 
revision) 

4905 : 2015/ Random sampling and randomization procedures (first 

ISO 24153: 2009 revision) 


IS No. Title 

9316 (Part 1): 1987 Methods of test for rubber latex: Part 1 Determination 
of surface tension (RL : 1) (first revision) 
9316 (Part 2): 1987 Methods of test for rubber latex: Part 2 Determination 
of viscosity (RL : 2) (first revision) 
9316 (Part 3): 1987 Methods of test for rubber latex: Part 3 Determination of 
coagulum content (sieve residue) (RL : 3) (first revision) 
9316 (Part 4): 1988 Methods of test for rubber latex: Part 4 determination of 
total solids content (RL : 4) (first revision) 
9316 (Part 5): 2013/ Methods of test for rubber latex: Part 5 Drawing of 

ISO 123 : 2001 samples [RL : 5] (second revision) 


9316 (Part 6): 2017/ Methods of test for rubber latex: Part 6 Determination 
ISO 976 : 2013 of pH [RL : 6] (second revision)’ 


[Page 2, Table 1, SI No. (ii), col (6)] — Substitute ‘IS 4511 (Part 3)’ for 
‘IS 4511 (Part 1)’. 


[Page 2, Table 1, SI No. (v), col (6)] — Substitute ‘IS 4511 (Part 4)’ for 
‘IS 4511 (Part 1)’. 


[Page 2, Table 1, SI No. (vii), col (6)] — Substitute ‘IS 4511 (Part 2)’ for 
‘IS 4511 (Part 1)’. 


(Page 3, clause A-3.3) — Substitute the following for the existing: 


‘A-3.3 Styrenated phenol, 0.75 parts per hundred parts of rubber (phr).’ 


(Page 3, clause A-4.2, para 2, last line) — Substitute ‘IS 3660 (Part 7)’ 
for ‘IS 3660 (Part 1)’. 
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